
Memorandum

Federal Highway Administration 6300 Georgetown Pike
Pavement Performance Division McLean, Virginia 22101-2296

Subject: ACTION: LTPP Directive I-65 December 4, 1998
Implementation of Modified QC Range Checks to 

      Resistance/Resistivity Data in SMP Tables

From: Monte Symons Reply to
Pavement Performance Division Attn of: HNR-30

To: Dr. Frank Meyer - LTPP North Atlantic Regional Contract
Mr. Doug Frith - LTPP Western Regional Contract
Mr. Mark Gardner - LTPP Southern Regional Contract
Mr. Tom Wilson - LTPP North Central Regional Contract

Attached please find LTPP Directive I-65: Implementation of Modified QC Range Checks to
Resistance/ Resistivity Data in SMP Tables, which transmits instructions for the RCOCs to
implement modified QC range checks to resistance/resistivity data in the IMS SMP tables. The
RCOCs will receive IMS version 2.2 which will reset record status to proper level in related
SMP tables. The RCOCs shall then perform the SMP QC checks following standard IMS
practice. The modified QC checks will identify erroneous data and flag it for the RCOCs to take
appropriate action. This effort is to be completed in time for the December 18, 1998 SMP
upload.

Any technical questions associated with this effort should be addressed to Haiping Zhou, 702-
825-5885 or Rick Cale 423-481-2198.

Please call me at (703) 285-2730 if you have questions about this transmittal.

Monte Symons

cc: LAW PCS LTPP Staff
Gabe Cimini Peter Jordhal
Kevin Senn Prasad Alavilli
Directive File Official File (240.20)
HNR-1 Chron



LONG TERM PAVEMENT PERFORMANCE
PROGRAM DIRECTIVE

For the Technical Direction of the LTPP Program

Program Area: IMS Directive Number: I-65

Date: December 4, 1998 Supersedes: NA

Subject: Implementation of Modified QC Range Checks to
Resistance/Resistivity Data in SMP Tables

This directive transmits instructions to the Regional Coordination Office Contractors for
implementation of modified QC range checks to resistance/resistivity data in the SMP tables
of the Information Management System (IMS). It has been found that zero electrical voltage/
current/resistance/resistivity data exist in the following two IMS SMP tables: 
SMP_ERESIST_MAN_4POINT and SMP_ERESIST_MAN_CONTACT. The modified
QC checks will identify erroneous data and flag it for RCOCs to take appropriate action.

The RCOCs will receive a separate IMS directive for applying IMS version 2.2. This version will
set SMP_ERESIST_MAN_4POINT.record_status to ‘A’.  It will also set
SMP_ERESIST_MAN_CONTACT.record_status to ‘C’ where RECORD_STATUS > ‘C’.
The modified QC checks are included in the SMP_D program which has been distributed to the
RCOCs with IMS Release Version 2.1. RCOCs are required to perform modified SMP QC
checks on data in these two tables following standard IMS practice.

Questions regarding this directive should be submitted on IMS-SPR forms to FHWA Pavement
Performance Division with a copy to the LTPP Technical Support Service Contractor.

Prepared by: TSSC Approved by:

________________________
Monte Symons
LTPP Operations, Team Leader


